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1.Specification
Product Glance Value
Model S19k Pro

Version K1-10

Cryptoalgorithm/coins SHA256 | BTC/BCH

Typical Hashrate,TH/s(1-1) 120
Poweronwall @25℃(1-2),Watt(1-1) 2760
Powerefficiency onwall@25℃(1-2), J/TH(1-1) 23

Detailed Characteristics Value
Power supply

PowersupplyACinputvoltage,Volt(2-1) 200~240V AC
PowersupplyAC Input FrequencyRange,Hz 50~60
PowersupplyAC Inputcurrent,Amp(2-2) 20
AdaptedAC outputpowerrequirement,W(2-3) 3600

Hardware Configuration
Network connectionmode RJ45 Ethernet 10/100M

Serversize (Length*Width*Height,w/opackage),mm 400*195*290

Serversize (Length*Width*Height,withpackage),mm 570*316*430

Netweight,kg 12.85

Grossweight,kg 14.5
Noise,dBA@25 (2-4) 72

Environment Requirements
Operationtemperature, 0~45
Storagetemperature, -20~70
Operationhumidity,RH 10%~90%
Operationaltitude,m(2-5) ≤2000

Notes:
(1-1)The Hashratevalue, Power onwall,and Power efficiency onwall are alltypical values,
Theactual Hashratevaluefluctuatesby±3%, and the actual Power onwall and Power
efficiency onwall fluctuateby±5%.
(1-2) Inletairtemperature.
(2-1) Caution:Wronginputvoltagemayprobably cause server damaged.
(2-2)TwoACinputwires, 10Aperwire.
(2-3) Caution: Itisstronglyrecommendedthatthe power onwall oftheminer doesnot
exceedthisvalue.
(2-4)Max condition: Fanisundermax RPM(rotationperminute).
(2-5) When the server is used at an altitude from 900m to 2000m, the highest operating
temperature decreasesby 1℃ for everyincrease of300m.
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2. Working Mode
Workingmode NEM(3-1) HEM(3-2)

Operationtemperature, °C 0~45 0~40
Hashrate,TH/s 120 136
Poweronwall@25℃,Watt 2760 /
Powerefficiency onwall@25℃, J/TH 23.0 /

Notes:
(3-1) NEM:Normal EnergyMode
(3-2) HEM:HighEnergyMode

- -
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2. Performance Curves
(1) Hashratevs.AmbientTemperature

(2) J/Tvs.AmbientTemperature
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